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CLUB RULES
(The following are in addition to the RCRA Rules)




1. All drivers must be financial club members otherwise they will not be permitted to race.  Visitors permitted to attend two meetings before payment of membership is required.
2. New drivers will be required to start all races from rear of field (ROF) until such time that the section committee is satisfied with their driving ability.
3. All members are requested to conduct themselves at all times with respect, courtesy and due consideration for the feelings of others.  Any form of harassment, discrimination, retaliation or abuse will not be tolerated and may lead to disciplinary action.  Any complaints must be lodged in writing with the Penfield Model Engineers Society Committee for due process.
4. The following is NOT permitted within the pit area
· Smoking
· Wearing non covered footwear such as thongs or sandals
· Driving of race cars
5. Excessively noisy tune ups in the pit area should be avoided.
6. Pit gate to remain closed when cars are running on the track.
7. All cars are to be started at the gate and driven to the centre of the track to wait for further instructions from race control.  
8. Race control will not start warm up laps until all drivers are on the rostrum and the pit gate is shut.
9. Under RED light conditions no person is permitted to enter the track until all cars are stationary.  Cars are to remain stationary until all persons have left the track and RED light is off. 
10. Under YELLOW (caution) light conditions, other than at the completion of a race, cars are permitted to circle the track at low speed.
11. On completion of a race an audible siren is sounded (5 times) and a YELLOW light will show.  All cars are to slow to a low speed and safely proceed to the pit gate, where all engines are to be shut done via the kill switch.  NO person shall enter the track to retrieve their car until all cars have stopped and engines are cut.
12. No circle work on the grass infield.
13. Lapped cars will hold their line to allow ease of passage for lapping cars.
14. Cars that have retired from a race will not be allowed to restart.
15. Any person deemed by race control and or section committee to be driving in a repeatedly dangerous manner may be excluded from racing.
16. Speedcar maximum engine capacity up to 26cc is permitted at Penfield club meetings however, for any RCRA affiliated event the RCRA listed engine spec applies.


17. SAFETY SCRUTINEERING
All Vehicles must complete Safety Scrutineering at the beginning of each Race Season before being permitted on the Track. 
Members are also obligated to maintain the Safety Requirements during the Off Season and the Speedway Committee will endeavour to have an Approved Scrutineer available when requested.
A Database will be kept, but it is also the Racers obligation to Notify the Speedway Committee when a Vehicle will be appearing at the Track for the First time for the Season.
Members are encouraged to monitor their own and other vehicles throughout the year and notify the Speedway Committee of any Vehicles which you may believe are NON-COMPLIANT.

Brakes Must be fitted and operational: Brakes when applied must have resistance to slow the car significantly.

Third Channel Remote Killswitch/Failsafe: Refers to a third-party electronic device connected to the vehicle’s receiver; this device serves two purposes:
1. Allows a competitor to remotely kill the engine of their vehicle by selecting a predetermined button or switch on their transmitter.
2. The failsafe function of this device kills the engine when the signal is lost between the vehicle’s receiver and transmitter, the failsafe may also be activated when battery power to the receiver is lost.
When testing this device for scrutineering the transmitter`s power is required to be powered down to prove that the failsafe function is (a) set up correctly in the transmitter and (b) functioning properly in the vehicle. Once a transmitter is powered down the vehicle’s engine should be killed with 4 seconds.

Manual Kill Switch on Vehicle: All vehicles must have an operational Manual Kill Switch that when pressed, stops the engine.

Vehicles Without Remote Kill Switch 
In the instance a Prospective Member wanting to Practice with their vehicle that does not have a Remote Kill Switch Fitted, this can be achieved under the Conditions Below.
It is to be the only vehicle on track.
Track Marshall to be made aware and only to enter the Track when the Vehicle is Stationary.
Engine is to be Stopped by Manual Kill Switch on Track before Gates are opened.

Vehicle for which Remote Kill Switch FAILS during a Meeting.
Members are encouraged to repair Kill Switch where possible. If this is not achievable, the vehicle can complete the current meeting under the Conditions Below
The Vehicle will have a Pink (or other colour) Ribbon attached and all that are present will be made aware that the Vehicle no longer has an Operation Remote Kill Switch.
At the conclusion of a Heat or Final, when all cars assemble at the Pit Gate, all others will turn Engines Off via Remote Kill Switches and ONLY the Driver of the Vehicle in question will enter the Track to Stop the Engine via the Manual Kill Switch.
Any Vehicle that is witnessed to be NON-COMPLIANT during the Race Season will need to be Re-Scrutineered and Noted in the Database.
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